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1 Vibration feeder 

2 Elevating belt 

3 Drum screening machine 

4 Sorting belt 1 

5 Sorting stage with housing 

6 Discharge conveyor middle fraction 

7 Discharge conveyor middle fraction 

8 Air separation and extraction 

9 Sorting belt 2 

10 Discharge conveyor fine fraction 

11 Screening machine 

12 Conveyor 

13 Downdraft classifier 

14 Sorting stage 

15 Discharge conveyor 

Design examble Commercial waste 

Input ca. 100.000 Mg/a 

  

Composition:  

Minerals 65-70 % 

Steel scrap 1-2 % 

Waste wood 4-8 % 

Pollutants < 1 % 

Residues 20-30 % 

Specification:  

Production rate 50 Mg/h 

E-connection data ca. 110 kw 

Working place 8 

Various Plant design for different waste compound  
built by ENDERS Engineering GmbH 

Commercial Waste Sorting System 
Output:  10to/h 

Commercial Waste Sorting System 
Output:  Commercial Waste 6 to/h 
     Construction Waste 30 to/h 

Commercial Waste Sorting System 
Output:  Commercial Waste 11 to/h 
        Municipal Waste 8 to/h 

Commercial Waste Sorting System 
Output:  Commercial Waste 7 to/h 
     Construction Waste 30 to/h 

Modern Recycling of commercial waste 
at the highest level 

 

MACHINES PLANTS PROCESS SOLUTIONS 



Material recovery from the supplied waste compound built by ENDERS Engineering GmbH 

From Task   

Great potential in raw material and 

energy saving makes the recycling of 

materials necessary and interesting. 

Residues can be recycled useful, require 

of processing economic secondary raw 

materials is growing constantly. Only 

separated sorted construction waste can 

find use in construction processes and 

be fed to the commodity cycle  

to the Solution  

ENDERS provides a simple solution to 

these challenging demands of 

processing and sorting of rubble, 

concrete and asphalt demolition 

departure. For your individual modern 

recycling center. In the process with 

the feeding of material by pre-

screening, manual sorting, crushing, 

screening and classifying, you will get a 

Automatic Sorting     Re-sorting      Mechanical Separation  

Material recovery from the supplied waste compound built by ENDERS Engineering GmbH 

Final Product consists of pure 
building waste, inert substances and 
combustible light particles 

Automatic Sorting     Re-sorting      Mechanical Separation  

Strainer as an alternative to the screening drum  

Screening drum 


